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SWITCHING ON THE INSTRUMENT

The main switch of the instrument is located on the back of the instrument.




SWITCHING ON THE INSTRUMENT

After switching on the instrument a red light should turn on

on the front side.

By short pressing the button, the instrument will start up.

Note:

Please be patient. This may take a while.



THE INSTR

UMENT IS SWITCHED ON

Press the button on the screen to

access the main menu.



THE MAIN MENU

Start measurement

You should now see the main menu

Last Used Settings




TO SWITCH OFF THE INSTRUMENT

.
o

i .+ To switch off the instrument press the 3 horizontal bars in the
upper left corner.

A menu will fold open.



TO SWITCH OFF THE INSTRUMENT

At the opened menu click on “Shut down”.

The instrument will shut down in stand-by mode with the red light
on the front button.

You can then safely switch off the instrument with the main switch
- atthe back of the instrument.

NOTE:

Try to avoid switching off the instrument at the back without properly
shut down through the menu.




TEMPLATES

Press the dropdown button to access the present templates

Status K.
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(programs). You can select the templates of choice.
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art measurement
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Last Used Settings




ENTERING THE SAMPLE NAME

f Press the area to enter your sample name.
Start measurement A keyboard is opening. Select <Enter> to close.

Last Used Settings




SELECTING PREFERRED STANDARD

Press the dropdown button to select the right  Start measurement
Committee: ASTM, EN, IP, GOST, etc. | T

Start measurement

Last Used Settings

v




SELECTING PREFERRED STANDARD

= easurame Press the dropdown button to select the right o ressurement
LastUsedSe“'”ff g Standard: like D5191, D6378, etc. L s [ |

v

6377 (crude)




SELECTING SINGLE OR MULTIRUN

Status O

27.01.2025 09:26:28

_ Stert measurement

Bt Ueed settings Select if you want to perform a single run or a multirun
Y= on your sample.
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ENTERING THE NUMBER OF RINSING
CYCLES

Touch the area to enter the number of rinsing cycles.

= Start-reasurement With the appearing keyboard you can enter the correct value.
. T o | Close by pressing <Enter>

| SINGLEPOINT

............



ENTERING THE FILLING
TEMPERATURE

Touch the area to enter the filling temperature.
Most of the time 20C.

With the appearing keyboard you can enter the correct value.
SRS Close by pressing <Enter>

3 cycle

B 2000 °C




ENTERING THE MEASUREMENT
TEMPERATURE

Touch the area to enter the measurement temperature.
Most of the time 37.78C.

With the appearing keyboard you can enter the correct value.
Close by pressing <Enter>




After you have entered all required parameters you may be able to
save the template (your program) for future use.

Swipe with your fingers the display from bottom to top to scroll
down to the bottom of the menu. You will find the button to save
an older modified template or save it has a new template.

You can not overwrite nor delete “Last used settings”




SAMPLE INTRODUCTION

37,78 °C n-Pentan
5 ﬁ

n_pentan _2
X s

ASTM

e | Make sure you will have connected the
- Waste container on the left side and
Your sample tube with sample on the

Right side of the sintrument.




TO RUN A MEASUREMENT

In order to start the measurement just press the large button.

Start mex

~ Last Used Settings




To be able to access the results press the 3 horizontal bars in the
upper left corner.

A menu will fold open.




TO ACCESS RESULTS

Press the results overview. Press the individual results to open them.
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Result

2711.2024 D6378 1.50 kPa
153324

2711.2024 06378 511 kPa
152441

2711.2024 06378
151055

27.11.2024 06378
150024

2711.2024 06378
145314




TO SWITCH OFF THE INSTRUMENT

At the opened menu click on “Shut down”.

The instrument will shut down in stand-by mode with the red light
on the front button.

You can then safely switch off the instrument with the main switch
- atthe back of the instrument.

NOTE:

Try to avoid switching off the instrument at the back without properly
shut down through the menu.




For questions please contact us at:

Tel.: +31 85 0811100
Mail: grabner@schaefer-tec.com
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